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. EXPOSE 15" OF REINFORCING: STEEL AT PROPOSED
SAWED JOINT. IF NO REINFORCING STEEL EXISTS,
USE MORIZONTAL DOWELS. _
HORIZONTAL DOWELS SHALL BE # 6 BARS, 24" LONG,
24" C-C, DRILLED AND EMBEDDED 8" INTO THE
- CENTER OF THE EXISTING SLAB. WiTH PO ROC"
OR EQUAL.
iF REINFORCED CONCRETE IS OVERLAYED WiH
ASPHALT, REPLACE WITH 2" MIN MHMAC SURFACING.
REFER TO STANDARD DETAIL 02751~01 FOR '
REINFORCING STEEL 'RE’QU IREMENTS :
REFER 10 S?ANIDAREB! DETAIL 02951=01 FOR.
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CNOTE:
1. EXPOSE 15" OF REINFORGING STEEL AT PROPOSED

SAWED JOINT. IF NO REINFORCING STEEL EXISTS,
USE HORIZONTAL DOWELS.

HORIZONTAL DOWELS SHALL BE # 6 BARS, 247 L{’)i‘éiﬁ;,.
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. IF REINFORCED CONCRETE IS OVERLAYED
REPLACE WITH SAME THICKNESS OF H%éﬁ%i?
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CONCRETE PAVEMENT RESTORATION

AGE OF PAVEMENT
LESS THAN OR EQUAL TO 5 YEARS

€URB OR EDGE
_OF PAVEMENT

+ EXTENT OF
T EXCAVATION

......

EXTENT OF S CONSTRUGTION OR

| CONSTRUCTION OR | o

¢ EXPANSION JOINT

1. EXTENT OF PAVEMENT REPAIR
SHALL BE PERPENDICULAR AND
PARALLEL TO TRAVEL WAY.

2. REPLACE ENTIRE PANEL WIDTH AND LENGTH
TO NEAREST CONSTRUCTION OR EXPANSION
JOINT BEYOND EDGE OF EXCAVATION.

3. SAW CUT AND EXPOSE 15" OF REINFORCING
STEEL WITHIN EXISTING PAVEMENT.
PROVIDE HORIZONTAL DOWELS (PER -
SPECIFICATION SECTION 02902-01) IF o EXTENT OF EXCAVATON
FAHISTING RENFORCING 15 BROEEN OFF, % SHOTN _.Qﬁ-%g%ﬁmmﬁﬁﬁﬁ
) ETAR, ORO0Z-01,
4. REPLACE CURB WHEN ADJACENT LANE IS . Qesui=0

REPLACED.
5. MAINTAIN EXPANSION JOINTS AT EXISTING
LOCATIONS UNLESS OTHERWISE DIRECTED nﬁ@m e OO s
BY CITY ENGINEER, i ENGRERRING, DUNBTRUGTION AND ML ESTAIE GROUE
: : : . Stne&% Cut Povernent Replodement
6. SPECIALTY PAVEMENTS (IE: BRICK PAVERS) _ CONCRETE PAVEMENT LESS.
TO BE REPLACED WITH MATCHING PAVEMENT THAN & YRS IN AGE
N ALL CAGLES. _ {war T0 -
7, REPLACE PAVEMENT MARKINGS IN
ACCORDANCE WiTH Y SPECIFICATIONS o ' i / A
02784 AND QZ787. eFF oaTE: JUNE 2007 |OWG N {)Eﬁﬁﬁ 1




CONCRETE PAVEMENT
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. 10° MIN N CURE OR EDGE
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EXTENT © ' S, CONSTRUCTION OR
| X PAVEMENT - i EXPANSION JOINT
f CONSTRUCTION OR ' - :
| EXPANSION JOINT g
NOTES:
{. EXTENT OF PAVEMENT REPAIR
SHALL BE PERPENDICULAR AND 5 REPLACE CURB WHEN ADJACENT LANE IS
PARALLEL 7O TRAVEL WAY. et i
R TR _ 6. MAINTAIN EXPANSION JOINTS AT EXISTING
C@Wﬁm g;é* mmfégéﬁﬁm LOCATIONS UNLESS OTHERWISE DIRECTED BY
JOINT BEYOND EDGE OF EXCAVATION. CITY ENGHNEER.
3. LENGTH: 7. SPECIALTY Pwmam (i m«zm mvmﬁ}
ALONG TRAVEL WAY IS 10" FROM THE N AL GASES.
NEAREST JOINT, 8. REPLACE PAVEMENT MARKINGS IN

b, IF EDGE OF EXCAVATION IS LESS

THAN 10" FROM EXISTING CONSTRUCTION
OR EXPANSION JOINT, REPLACE PAVEMENT
TO EXISTING JOINT.

4. SAW CUT AND EXPOSE 15" OF REINFORCING
STEEL AROUND EDGE OF PANEL REFLACEMENT,
PROVIDE HORIZONTAL DOWELS (PER
SPECIFICATION SECTION 02902--01) F
RENFORCING 1S BROKEW OFF OR DOES NOT
EXIST.

& EXTENT OF EXCRVATION
WNCLUDES 18 oVERCUT

AS SHOWN ON STANDARD

DETANL. 0290201,

ACCORDANCE WITH CITY SPECIFICATIONS
QR764 AND 02767,

ﬁ?’f‘?_ OF Eﬁﬁﬁfi‘ﬁﬁ

Strest Cut Paverment Replogement
CONCRETE PAVEMENT OVER
i’} Yﬁﬁ N AGE
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ASPHALT PAVEMENT RESTORATION

FOR PAVEMENT OF ALL AGES
- ' MINIMUM

% EXTENT OF
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1, EXTENT OF PAVEMENT REPAIR
B BE PeRiEie e ADDITIONAL REQUIREMENTS FOR ASPHALT
PARALLEL TO TRAVEL WAY.

OVERLAY ON CONCRETE PAVEMENT: |
1. REPLACE CONCRETE FOR EXTENT OF EXCAVATION. -
| | REPLACE TO SAME THICKNESS PLUS TWO INCHES {2°)
2. FLEXIBLE BASE: 2. WOTH:

REPLACE BASE TO SAME THICKN IF EXCAVATION EXTENDS MORE THAN HALF OF
§f§ﬁ§w%€¢§5 %? ggi? ngg% A LANE, REPLACE ENTIRE LANE OF CONCRETE.
o Bl S R CTHERWISE USE STANDARD DETAL 02902--01
BASE MATERWL TYPE. .

SAW CUT AND EXPOSE 158" OF REINFORCING STEEL
_ AROQUND EDGE OF CONCRETE REPLACEMENT. IF NG
3. SURFACE COURSE: REN

REINFORCING STEEL EXISTS, USE HORIZONTAL
DOWELS PER SPECIFICATION SECTION 02902
A, WIDTH: 4
SURFACE MILL AND OVERLAY FULL
WIDTH OF LANE(S) TO NEAREST

5
LAKE DIVIDER BEYOND EBGE OF
EXCAVATION,

REPLACE CURE WHEN ADJACENT LANE 1S REPLACED
MAINTAIN CONCRETE EXPANSION JOINTS AT EXISTING
LOCATIONS UNLESS OTHERWISE APPROVED By CIvy
LNGINEER.

B, LENGTH:

MiNIMUM LENGTH OF SURFACE Wi
ALONG TRAVEL WAY 15 WD,

€. REPLACE PAVEMENT MARKINGS N
ACCORDARCE WiTH Oy
SPECIFICATIONS Q2784 & OQI7E7

GIW Q}F _HOUSTON

Street Cut Povement Replocement
ASPHALTY PAVEMENT o

| FOR PAVEMENT OF ALL AGES
» EXTENT OF EXCAVATION _ {NOT TO SCaE)
INCLUDES 187 OVERCUT : :
DETAIL 02807201,

oW o 0295103

| | CURB, SHOULDER OR MEDIAN |





